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CERTIFICATE
No. OS/861/CUE/18

This is to confirm that:

the SIGMA DUAL 25 type water boiler

with the rated heat output of 25 kW
with an automatic solid fuel feed system, fired with firewood

manufactured by:

Zaklad Produkcji Kotléw C.O.
T. Sikorski, R. Dams spélka jawna
09-100 Plonsk, ul. RzemieS$lnicza 11

tested in line with the requirements of the PN EN 303-5: 2012 meets the requirements of class 5.

This certificate has been issued on the basis of laboratory tests performed by:
Testing Laboratory of Boilers and Heating Devices in £6dZ, ul. Dostawcza 1 - specified in the test report no.

396/18-LG.

The certificate is valid provided that the manufacturer makes no modifications to the manufactured device in
comparison to the tested ones, without prior arrangement with the Laboratory which issued the certificate.

Certificate validity period
from 12. 2018 to 12. 2021

Testing Laboratory of Boilers Director of the Power Equipment Testing

and Heating Devices D
% INSTYTUT ENERGETY
[ Instytut Badawczy

Zaklad Badaa

; Urzadzed Energetycznych CUE
(signature) 93-231 Léd2, ul. Dostawcza 1

tel. 42 640-08-21

1.6dz; 04.12.2018
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AN ENVIRONMENT-FRIENDLY
DEVICE

CERTIFICATE
No. OS/860/CUE/18

This is to confirm that:

the SIGMA DUAL 25 type water boiler
with the rated heat output of 25 kW

with an automatic solid fuel feed system, fired with pressed wood granules - pellets

manufactured by:

Zaklad Produkcji Kotléw C.O.
T. Sikorski, R. Dams spolka jawna
09-100 Plonsk, ul. RzemieSInicza 11

tested in line with the requirements of the PN EN 303-5: 2012 meets the requirements of class 5.

This certificate has been issued on the basis of laboratory tests performed by:

Testing Laboratory of Boilers and Heating Devices in £.6dz, ul. Dostawcza 1 - specified in the test report no.
395/18-LG.

The certificate is valid provided that the manufacturer makes

no modifications to the manufactured device in
comparison to the tested ones, without prior arrangement wi

th the Laboratory which issued the certificate.

Certificate validity period
from 12. 2018 to 12. 2021

Testing Laboratory of Boilers
and Heating Devices

/7? LJ‘ C%L) Lg INSTYTUT ENERGETY
. e & instytut Badawczy

Zaklad Badan
(signature) Urzgdzen Energetycznych CUL
93-231 k6dz, ul. Dostawcza 1

tel. 42 640-08-21

1.6dz; 04.12.2018

Director of the Power Equipment Testing

o
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TESTING LABORATORY OF BOILERS AND HEATING DEVICES
93-231 L6dz, ul. Dostawcza 1, phone 42 64 00 821

CERTIFICATE ED/468/18

The SIGMA DUAL 25 type water boiler

with the rated output of 25 kW
fired with firewood - beech

manufactured by:

Zaklad Produkeji Kotlow C.O.
T. Sikorski, R. Dams Spotka Jawna
09-100 Plonsk, ul. RzemiesInicza 11

meets the ecodesign requirements specified in the Commission Regulation (EU) 2015/1189 of 28 April 2015
implementing Directive 2009/125/EC of the European Parliament and of the Council with regard to ecodesign
requirements for solid fuel boilers.

f : : i
Pariiseter Symbol Value Unit of Ecodesign requirements
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: : & > 75 for boilers with rated heat output < 20 kW
Scasonal space heating encrgy cfticiency Ns 80 e > 77 for boilers with rated heat output > 20 kW
Parameter Parameter Parameter
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outp output 'p output output PM s CO NOx
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2
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o
8 g | g (e RO O ek 0005 |26 | 15 | 462 | 179
=
5 5 3 3 3 3
g E kW kW % % kW kW kW | mg/m’ | mg/m’ | mg/m’ | mg/m
EEI =117 Ecodesign requirements: <40 <20 | <500 | <200
* Measurements of electricity consumption were performed by the Testing Laboratory of Boilers, Turbines, Heating Devices, Dedusters and Dust/Gas
Emissions.

The certificate has been issued based on the results of laboratory tests specified in the Report no. 396/18-LG.
The tests were performed in accordance with the PN-EN 303-5:2012 standard.

Laboratory Dire INSTYTUT ENERGETY "1
instytut Badawczy
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1.6dz, 04.12.2018
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7\ TESTING LABORATORY OF BOILERS AND HEATING DEVICES

93-231 L6dz, ul. Dostawcza 1, phone 42 64 00 821

CERTIFICATE ED/467/18

The SIGMA DUAL 25 type water boiler

with the rated output of 25 kW
fired with pressed wood granules - pellets

manufactured by:

Zaklad Produkcji Kotlow C.O.
T. Sikorski, R. Dams Spotka Jawna
09-100 Plonsk, ul. Rzemieslnicza 11

meets the ecodesign requirements specified in the Commission Regulation (EU) 2015/1189 of 28 April 2015
implementing Directive 2009/125/EC of the European Parliament and of the Council with regard to ecodesign
requirements for solid fuel boilers.

{ |
| P Symbel Value Unit of Ecodesign requirements |
measure i‘
. : > 75 for boilers with rated heat output < 20 kW
Seasonal heatin effi o , ;
e RSBy s Doty Ns 80 2 > 77 for boilers with rated heat output > 20 kW
Parameter Parameter Parameter
Useful heat output Useful efficiency Auxiliary electricity consumption* Seasonal space heating emissions for
preferred fuel
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of rated heat at 30% of ot tatad heat at 30% of af ratedl Reat at 30% of i) *tandb particulate | gaseous carbon nitrogen
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s
£ E kW kW % % kW kW kW | mg/m® | mg/m® | mg/m® | mg/m’
EEI=118 Ecodesign requirements: < 40 <20 | <500 | <200
: Mmur;ln?nt_s of electricity consumption were performed by the Testing Laboratory of Boilers, Turbines, Heating Devices, Dedusters and Dust/Gas
issions.

The certificate has been issued based on the results of laboratory tests specified in the Report no. 395/18-LG.
The tests were performed in accordance with the PN-EN 303-5:2012 standard.
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